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Technical Data
Urban 8mm Laminate Flooring

Timba Floors & Boards is a trading style of B2B Wood Products Ltd.

Product Specification & Handling Information:

Board Depth: 8mm Pack Size: 1.899m²

Board Width: 197mm Pack Weight: 13.8kg

Board Length: 1205mm Packs Per Pallet: 60

Board Detail:

Type of Board: Laminate Flooring Fix System: Uniclic® LOC

AC Rating AC4 / Class 32 Bevel Detail: 4V Bevel 

Manufacturer Testing Standard:

Abrasion Resistance: AC4                                                    (EN13329+A1) Humidity:(%) 4-10  (EN322)

Thickness Swelling: (%) < 18%                                            (ISO24336) Fire Resistance: Cfl S1  (EN14041)

Surface Soundness: (N/mm2) <1.25                           (EN13329+A1) Formaldhyde: (mg/m2h) <3,5 (E1)  (EN12460-3)

Effect of castor chair: (25,000 cycles) No Damage  (EN425:2002) Light Resistance: Gri Scale 4 / Blue Wool Scale 6  (EN15187)

Effect of Furniture Leg: No Damage  (EN424) Slip Resistance: 35 <Rd<45 Class 2  (EN14041:2008)

Opening between elements: (mm) <0,20  (EN13329+A1) Cigarette Butt Resistance: 4  (EN13329+A1)

Height Difference: (mm) <0,15  (EN13329+A1) Thermal Conductivity: (m²k)/W 0,0582  (EN12667)

Impact Resistance: (N/mm) Small Ball  <12 | Large Ball <750  (EN13329+A1)

Resistance to Staining: Not lower than 5 groups (1&2) | Not lower than 4 (group 3)  (EN438)

Lock Strength: (kN/m) Length - fl0,2 ≥ 1 | Width -fl0,2 ≥ 2  (ISO24334)
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Misc Items:

Residential Warranty: 15 Years Commercial Warranty: 10 Years

Origin: N/A Manufactured In: Turkey

Installation Type:  Float X Bond X Nail Underfloor Heating Suitable for use with Underfloor Heating

* Suitable for UFH if installed as floating floor with DPM underlay. - Manifold temp must not exceed 26ºC

1205mm

Board Construction:

Fixed Length Boards

Width
197mm

Decor Paper

HDF Core

Backing Board

Wear Layer

Key Features: Accredditations:


